2005 Residential ACM Manual R4-1

4. Required Modeling Assumptions and Algorithms

Most of the modeling assumptions and algorithms about building operation and climate are either fixed or
restricted when an ACM is used for compliance.

All approved ACMs mustshall include and automatically use all the appropriate fixed and restricted inputs and
calculation methods with no special entry required by the user. Users may not override the fixed inputs when
the ACM is used for compliance calculations, nor may-they-beare users allowed to go beyond the limitations of
the restricted assumptions.

The fixed and restricted modeling assumptions apply to both the Standard Design run and to the Proposed
Design run. The standard fixed and restricted modeling assumptions always apply to the Standard Design run
and are the default for the Proposed Design-+unt. In some cases, the CEC has approved alternate fixed and
restricted modeling assumptions that may be used in the Proposed Design run. When the assumptions differ
between the Standard Design and the Proposed Design, this is called to the attention of the reader in this

chapter. The alternate modeling assumptions may only be used when the Proposed Design run has a special

building feature (e.g. zonal control) that is recognized as-an-approved-Execeptional-Methedfor credit, and the
ACM has been approved with this eptienal-modeling capability. The modeling of such building features for

compliance purposes mustshall always be documented as-entries-in the Special Features and Modeling
Assumpt/ons Ilstlngs on the Certificate of Complrance—and—en—the—@emputeeMethed—Summaw

When-While this manual describes the algorithms and calculation methods used by the reference method, an
ACM may use alternative algorithms to calculate the energy use of low-rise residential buildings provided that
the algorithms are used consistently for the Standard Design and the Proposed Design and provided that the

ACM passes the apphcable tests descrlbed in Chapters 5 and 6and—prevrded—that—the—apprepnat&rnput

4.1 General Modeling Assumptions

4.1.1 410 Standard Weather Data
Standard—Desrgﬁ&—Prepeseel—Desrgn—All ACMs mustshall use standard hourly weather data for att

compllance runs.

: A , - The same ourly weather
data and weather data format mustshall be used for both the Standard Desrgn run-and the Proposed Design
runcalculations.

ACM J0|nt Appendlx II contalns |nformat|on about how to obta|n the off|C|aI CEC weather data Iheeﬁreat

ﬂeppy—el+skettes—€tBt\4—PG—feFmat—)—There are 16 cllmate zones W|th a complete year of 8 760 hourly weather
records. Each cllmate zone |s represented by a partlcular C|ty Mereeetau—en—the—weathepfermat&lsgwen—m
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Time Dependent Valuation (TDV) energy is the parameter used to compare the energy consumption of
proposed designs to energy budgets. TDV replaces the source energy multipliers of one for natural gas and 3
for electric. TDV is explained in ACM Joint Appendix Ill in more detail.

4.1.2 4.11-Ground Reflectivity
Standard-Design-&Proposed-Desigh—ACMs shall assume that the ground surrounding residential buildings

has a reflectivity of 20 percent in both summer and winter. This applies to both the Standard Design run-and
Proposed Design-+run.

4.1.3 4.14Thermostats

igh-—The standard thermostat settings are shown in the Table- R4-1Table

Standard-Design-& Proposed-Desigh—

R4-1_below. The values for the “Whole House” Fhese-thermostat-setpoints-apply to the Standard Design run
and are the default for the Proposed Design run._See the explanation later in this section regarding the values
for Zonal Control.

Table-R4-1- Thermostat-Settings
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Table R4-1 — Standard-Hourly Thermostat Set Points

Whole House Zonal Control Living Areas Zonal Control Sleeping Areas
Hour Heating Cooling Heating Cooling Heating Cooling Venting
1 65 78 6560 83 6560 78 Offe8
2 65 78 6560 83 6560 78 Offes
3 65 78 6560 83 6560 78 Offes
4 65 78 6560 83 6560 78 0Offes
5 65 78 6560 83 6560 78 Offe8
6 65 78 6560 83 6560 78 68
7 65 78 6560 83 6560 78 68
8 68 83 68 8378 68 83 68
9 68 83 68 8378 6560 83 68
10 68 83 68 8378 6560 83 68
11 68 83 68 8378 6560 83 68
12 68 83 68 8378 6560 83 68
13 68 83 68 8378 6560 83 68
14 68 82 68 8278 6560 83 68
15 68 81 68 8178 6560 83 68
16 68 80 68 8078 6560 83 68
17 68 79 68 7978 6560 83 68
18 68 78 68 78 6560 83 68
19 68 78 68 78 6560 83 68
20 68 78 68 78 6560 83 68
21 68 78 68 78 6560 83 68
22 68 78 68 78 68 78 68
23 68 78 68 78 68 78 68
24 65 78 6560 83 6560 78 680ff

Determining Heating Mode vs. Cooling Mode. When the building is in the heating mode, the heating setpoints
for each hour are set to the “Heating” values in Table R4-1-R, the cooling setpoint is set to a constant 78°F and
the ventilation setpoint is set to a constant 77°F. When the building is in the cooling mode, the “Cooling” values
are used. The heating setpoint is set to a constant 60°F, and the cooling and venting setpoints are set to the
values in Table R4-1.

The state of the building's conditioning mode is dependent upon the outdoor temperature averaged over hours
1 through 24 of day 8 through day 2 prior to the current day_(e.q., if the current day is June 21, the mode is
based on the average temperature for June 13 through 20). The ACM shall calculate and update daily this 7-
day running average of outdoor air temperature. When this running average temperature is equal to or less
than 60°F the building shall be set in a heating mode and all the thermostat setpoints for the heating mode
shall apply. When the running average is greater than 60°F the building shall be set to be in a cooling mode
and the cooling mode setpoints shall apply.

Zonal Control: An optional capability, described in Seetion-6-2Chapter 6, allows alternative thermostat
schedules to be used for the Proposed Design run when the HVAC system meets the requirements for zonal
control. With zonal control, the building is divided into sleeping and living areas and a separate schedule is
used for each area. If the user selects this option the ACM shall select-use the appropriate alternative
schedules based on the user’s designations for sleeping and living zones and shall automatically report the
use of this optional capability in the Special Features and Modeling Assumptions listings in the required
standard-repertsCF 1-R. The setpoints for zonal control are also shown in Table R4-1.

Setback Thermostat Exceptions. Certain types of heating and/or cooling equipment are exemptexcepted from
the mandatory requirement for setback thermostats, including wall furnaces and through-the-wall heat pumps.
If setback thermostats are not installed, then the ACM shall model the Proposed Design with the standard
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thermostat schedule, except that the heating mode setback setpoint shall be 66°F. instead-6£60°F- In cases
where setback thermostats are not mandatory but nonetheless are installed by the builder, the ACM shall
model the Proposed Design using the standard heating setback setpoint of 6665°F. The Standard Design
always assumes the setback schedule shown in Table R4-1Fable-R4-2.

4.1.4 4.5 Internal Gains

Basic Allocation Standard-Design-&Proposed-Design

Internal gain from lights, appliances, people and other sources shall be set to 20,000 Btu/day for each dwelling
unit plus 15 Btu/day for each square foot of conditioned floor area (CFA) as shown in Equation R4-1.

N
Equation R4-1 IntGaintotal = (20,000 XN)+[15XZCFAiJ
i=1

Where

N= Number of dwelling units {(NumDwellUnits)
CFA= Conditioned Floor Area of i" dwelling unit

Zonal Control

For zonal control, an optional modeling capability, the internal gains are split between the living areas and the
sleeping areas as indicated in the following equations. The 20,000 Btu/day fixed component is assigned 100%
to the living areas and the 15 Btu/ft? component is allocated according to floor area. See Equation R4-2 and

Equation R4-3.

Equation R4-2 IntGainLiving =15x CFALiving
Equation R4-3 IntGaingjgeping = 15 % CFAg|eeping
Additions

For addition-alone compliance (single-zone), the internal gains are apportioned according to the fractional
conditioned floor area, referred to as the Fractional Dwelling Unit (FDU). For zone j, the internal gain is

determined by Equation R4-4:. Equation4-2:

Equation R4-4 IntGainZonej = IntGaintot X FDU;j
where
FDU;==__ Fractional Dwelling Unit of j" zone, calculated from Equation R4-5Equation-4-3
) CFA;j
Equation R4-5 FDU;=
CFAtotal
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Building additions may be modeled in conjunction with the existing dwelling or modeled separately (see
Sections-6-71-and-6-7/2Chapter 6). When modeled together the number of dwelling units for the proposed
dwelling (NDUproposed) remains equal to the number of dwelling units for the existing structure (NDUeyisting), While
the conditioned floor area (CFAyroposed) is increased to include the contribution of the addition (CFA,gdition)-

When modeled separately, the internal gain of the addition (IntGainaqqition)is based on the value of the addition's
fractional dwelling unit (FDU 4q4ition), @S expressed in Equation R4-6 and Equation R4-7. Equations4-4-and-4-5-

Equation R4-6 IntGainaddition = IntGaintotal X FDUaddition
where
i CFAadditi
Equation R4-7 FDUaddition = addition

CFAexisting *+ CFAaddition

Hourly 4-6Internal-Gain-Schedules

8 he-The standard hourly internal gain
schedule is shown in Table R4 ZIable—R—4—4—a|epﬁes “Hour one” is between midnight and 1:00 am. Fhis-The
whole building schedule shall always be used for the Standard Design run. The whole building is also used His
the-defaultfor the Proposed Design run-and-shall-be-used-unless the Proposed Design has zonal control. For
zonal control, the Living Areas schedule is used for the living areas and the Sleeping Areas schedule is used

for sleeping areas. -assumptions;-see-Chapier6,-Section-6-2-
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Table R4-2 — Hourly Internal Gain Schedules

Percent of Daily Total Internal Gains (%)

Hour Whole House Living Areas Sleeping Areas
1 2.40 1.61 4.38
2 2.20 1.48 4.02
3 2.10 1.14 4.50
4 2.10 1.13 4.50
5 2.10 1.21 4.32
6 2.60 1.46 5.46
7 3.80 2.77 6.39
8 5.90 5.30 7.40
9 5.60 6.33 3.76
10 6.00 6.86 3.85
11 5.90 6.38 4.70
12 4.60 5.00 3.61
13 4.50 4.84 3.65
14 3.00 3.15 2.63
15 2.80 2.94 2.46
16 3.10 3.41 2.32
17 5.70 6.19 4.47
18 6.40 7.18 4.45
19 6.40 7.24 4.29

20 5.20 5.96 3.30
21 5.00 5.49 3.75
22 5.50 6.20 3.75
23 4.40 4.38 4.45
24 2.70 2.35 3.59
Total 100.00 100.00 100.0
Seasonal Adjustments

Daily internal gain shall be modified each month according to the set-ef-multipliers shown in Table R4-3Fable
4-5. These multipliers are derived from the number of daylight hours for each month.

Table R4-3 — Seasonal Internal Gain Multipliers

Month Multiplier Month Multiplier Month Multiplier
Jan 1.19 May 0.84 Sep 0.98
Feb 1.1 Jun 0.80 Oct 1.07
Mar 1.02 Jul 0.82 Nov 1.16
Apr 0.93 Aug 0.88 Dec 1.21
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4.2 Heat Gains and Losses Through Opaque Surfaces

4.2.1 4.24 Radiant Barriers

Algorithm

Proposed-Design: The benefits of rRadiant barriers are modeled in two ways. First, the by-caleulating-ceiling
U-valueU-factor is modified for each season (heating mode and cooling mode) to account for reduced heat
qaln (attrcs are not modeled as separate uncondrtroned thermal zones |n residential ACMs). Second modifiers

temperatures for attrcs are Iower wrth radrant barrrers whrch results in better HVAC distribution efficiencies
efficiency for ducts located in the attic-below-a-radiantbarrier. See the algorithms for HVAC air distribution

%%%@te%%#%%—srh a heating mode, (see Section 4.1.3), Ferthe-heating-season,-Equation-Equation R4-
8—— is-provides the-expressionforthe U-valueU-factor modifier due to the presence of a radiant barrier. When
+fer-the building is in a cooling seasenmode, Equation-Equation R4-9 is used—. To determine the U-valueU-
factor for a ceiling with a radiant barrier, multiply the Y-valueU-factor of the ceiling assembly witheutlocated
beneath a the-radiant barrier times the U-valueU-factor modifier. Fhe-U-value-meodifiers-are-calculated-from

egquations—and——These modifiers may only be used for

Forinstalled insulation greater than R-8, otherwise the modifer is 1.00.:

Equation Rd-8 UfacvetModyeating = (-11.404 x U?) + (0.21737 x U) + 0.92661

Equation R4-9 UfacveiModeooling = (-38.511 x U?) + (3.22249 x U) + 0.64768

o set i 900

Eligibility Criteria

Radiant barriers mustshall meet specific eligibility and installation criteria to be modeled by any ACM and
receive energy credit for compliance with the energy efficiency standards for low-rise residential buildings.

o The emittance of the radiant barrier mustshall be less than or equal to 0.05 as tested in accordance with
ASTM C-1371-978 or ASTM E408-74+1996)et.

¢ |Installation mustshall be-in-conformance with-to ASTM C-1158-97 (Standard Practice For Use and
Installation Of Radiant Barrier Systems (RBS) In Building Construction.), ASTM C-727-96(1996}e4
(Standard Practice For Installation and Use Of Reflective Insulation In Building Constructions.), ASTM
C1313-9¥5 (Standard Specification for Sheet Radiant Barriers for Building Construction Applications), and
ASTM C-1224-993 (Standard Specification for Reflective Insulation for Building Applications), and the
radiant barrier mustshall be securely installed in a permanent manner with the shiny side facing down
toward the_interior of the building (ceiling or attic floor). Moreover, radiant barriers mustshall be installed te
at the top chords of the roof truss/rafters {top-chords}-in any of the following methods;-with-the-material:

Chapter 4 - Required Modeling Assumptions and Algorithms



2005 Residential ACM Manual R4-8

Draped over the truss/rafter (the top chords) before the upper roof decking is installed.
Spanning between the truss/rafters (top chords) and secured (stapled) to each side.

Secured (stapled) to the bottom surface of the truss/rafter (top chord). A minimum air space mustshall
be maintained between the top surface of the radiant barrier and roof decking of not less than 1.5
inches at the center of the truss/rafter span.

4. Attached [laminated] directly to the underside of the roof decking. The radiant barrier mustshall be
laminated and perforated by the manufacturer to allow moisture/vapor transfer through the roof deck.

In addition, the radiant barrier mustshall be installed to cover all gable end walls and other vertical surfaces
in the attic.

e The attic mustshall be ventilated to:

1. eoenferm-Conform to the radiant barrier manufacturer's instructions.

2. provide-Provide a minimum free ventilation area of not less than one square foot of vent area for each
150 square feet of attic floor area.

3. provide-Provide no less than 30 percent upper vents.

{Ridge vents or gable end vents are recommended to achieve the best performance. The material should
be cut to allow for full airflow to the venting.}

e The radiant barrier (except for radiant barriers laminated directly to the roof deck) mustshall be installed to
have a minimum gap of 3.5 inches between the bottom of the radiant barrier and the top of the ceiling
insulation to allow ventilation air to flow between the roof decking and the top surface of the radiant barrier
have a minimum of six (6) inches (measured horizontally) left at the roof peak to allow hot air to escape
from the air space between the roof decking and the top surface of the radiant barrier.

e When installed in enclosed rafter spaces where ceilings are applied directly to the underside of roof rafters,
a minimum air space of 1 inch mustshall be provided between the radiant barrier and the top of the ceiling
insulation, and ventilation mustshall be provided for every rafter space. Vents mustshall be provided at
both the upper and lower ends of the enclosed rafter space.

e The product mustshall meet all requirements for California certified insulation materials [radiant barriers] of
the Department of Consumer Affairs, Bureau of Home Furnishings and Thermal Insulation, as specified by
CCR, Title 24, Part 12, Chapter 12-13, Standards for Insulating Material.

e The use of a radiant barrier a

vemeaksu#aeewﬂh&am:—and%wmwdmg—amevennm}ewshall be Ilsted in the Spec:al Features and
Modeling Assumptions listings of the CF-1R ard-C-2R-and described in detail in the ACM Compliance
Supplement.

4.2.2 4.25 Cool Roofs

Algorithm

Proposed-Design—Cool roofs are assumed-modeled to have an impact equal to the cooling savings for
radiant barriers. The calculations for cool roofs are the same as radiant barriers, are-the-same-as-described-in

section4-24-except that Ud;%lﬂ%Modheatmg (see Equation R4-8equation—) is assigned a value of 1.00. In the
event that both a cool roof and radiant barrier is-are specified, there is no credit for the cool roof.

Eligibility Criteria

Cool roofs mustshall meet specific eligibility and installation criteria to receive energy-credit for compliance-as
deseribed-inthe-standards-and-this-section. In-generaktThe solar reflectance mustshall be 0.4 or higher for tile
roofs or 0.7 or higher the-for other roof materials; and the emittance mustshall be 0.75 or higher. Liquid applied
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cool roof products shall meet the requirements of Section 118(i)3 of the standards. All products qualifying for
this credit shall be rated and labeled by the Cool Roof Rating Council in accord with Section 10-113 of the

standards. The use of a cool roof shall be listed in the Special Features and Modeling Assumptions listings of
the CF-1R and-C-2R-and described in detail in the ACM Compliance Supplement.

Overall-Tthermal resistances (everallR-values) and everall-thermal transmittance values (everal-d-valueU-
factors) shaII be ealeutated—determlned from ACM J0|nt Append|x IV uang—atgenthm&and—me#}ed&eensmtent

Standard framed (wood and metaI) waIIs W|th studs 16 in. on center shall be modeled to have 25% framlnq
and standard framed walls with studs Iocated at 24 in. centers shall be modeled to have 22% framing. When

Degree of Precision:

T y | . | | f fici LinB !fg-h-F-gF, ict fl |
assembly-ormateriak
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The total R-value shall be entered, stored, displayed, and calculated to at least three significant figures, or,
alternatively to two decimal places, and the total Y-valueU-factor to two significant figures or three decimal
places whichever is more precise.

Data from ACM Joint Appendix E-1V i

IheletakR#aLuesm%d—H—#alues—#em%es&assembhe&mustshall be used in compllance calculatlons unless
the CEC approves alternate values throuqh the except|onal methods process a—EeFm—aR—lsreempleted—fer—the

Appendix |V also includes pre-calculated assemblies that meet the default U-factors using a combination of
batt and rigid insulation. Steel framing assemblies are also included. Appendix IV has R-values for common
materials; information on a variety of masonry wall assemblies; and other data useful in determining the U-
factor of an assembly.

4.2.4 Insulation Installation Quality

Compliance credit is available for low-rise residential buildings if field verification is performed to ensure that
quality insulation and air barrier installation procedures are followed (see ACM RH-2005). All newly insulated
opaque surfaces in a building must be field verified to receive this credit. Compliance reports and user
interfaces shall identify the building as having either Standard or Improved insulation installation quality. As
discussed in Chapter 3, the Standard Design shall have standard insulation installation quality. Approved
ACMs must be able to model both Standard and Improved insulation installation quality (see Table R4-4).

Table R4-4 — Modeling Rules for insulation installation Quality

insulation installation Quality

Component Mode Standard Improved
Walls Both Increase heat gains and losses by 19%, i.e., Increase heat gains and losses by 5%, i.e.,
multiply all wall U-factors by 1.19. multiply all wall U-factors by 1.05.
Ceilings/Roofs Heating Add 0.02 times the area to the UA of each ceiling Add 0.01 times the area to the UA of each ceiling
surface i.e., add 0.02 to the U-factor. surface i.e., add 0.01 to the U-factor.
Cooling Add 0.005 times the area to the UA of each Add 0.002 times the area to the UA of each
ceiling surface i.e., add 0.005 to the U-factor. ceiling surface i.e., add 0.002 to the U-factor.

When credit is taken for Improved insulation installation quality, the Field Verification and Diagnostic Testing
section of the CF-1R shall show that field verification is required (see Chapter 2) and the Installation Certificate
(CF-6R) and the Field Verification and Diagnostic Testing Certificate (CF-4R) must be completed and signed
by the installer and HERS Rater, respectively.

4.2.5 4.7.1 Perimeters of Slab Floors and Carpeted Slabs

~For Standard and Proposed Designs all ACMs mustshall use slab
edge F2 values assuming that 20% of the slab floor perimeter is exposed to the conditioned air and 80% of the
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slab floor perimeter is carpeted or covered with an R-2 insulating layer between the slab and the conditioned
air._See ACM Joint Appendix IV.

The monthly ground temperatures shown in Table R4-56 shall be used as the exterior temperature when
calculating slab edge heat loss.

Table R4-5 — Monthly and Annual Average Ground Temperatures

Climate Month Annual
Zone J E M A M J J A S [0} N D Average
1 52.2 51.5 51.4 51.8 53.1 54.5 55.6 56.4 56.4 55.8 54.7 534 53.9
2 53.3 51.5 51.4 52.2 55.6 58.9 61.8 63.6 63.8 62.3 59.5 56.3 57.5
3 55.1 54.1 54.0 54.5 56.5 58.5 60.3 61.4 61.5 60.6 58.9 56.9 57.7
4 55.5 54.0 53.9 54.6 57.5 60.3 62.8 64.3 64.5 63.2 60.8 58.0 59.1
5 55.7 54.8 54.7 55.2 56.9 58.7 60.2 61.1 61.2 60.4 59.0 57.3 57.9
6 59.1 58.1 58.0 58.5 60.4 62.4 64.0 65.1 65.2 64.3 62.7 60.8 61.6
7 60.1 59.1 59.0 59.5 61.5 63.4 65.2 66.2 66.3 65.5 63.8 61.9 62.6
8 60.0 58.8 58.7 59.2 61.6 63.9 66.0 67.3 67.4 66.3 64.3 62.1 63.0
9 60.5 59.1 59.0 59.7 62.2 64.8 67.1 68.5 68.6 67.5 65.3 62.8 63.8
10 59.4 57.6 57.4 58.3 61.8 65.2 68.2 701 70.2 68.7 65.8 62.4 63.8
" 54.9 52.4 52.2 53.4 58.2 63.0 67.2 69.8 70.0 67.9 63.8 59.2 61.0
12 54.6 52.5 52.3 53.3 57.3 61.3 64.8 67.0 67.2 65.4 62.0 58.1 59.7
13 57.5 54.7 54.5 55.8 61.0 66.2 70.6 735 73.7 71.4 67.0 62.0 64.0
14 54.2 51.2 51.0 52.4 58.2 63.9 68.8 72.0 72.2 69.7 64.8 59.3 61.5
15 66.8 64.0 63.8 65.1 704 75.8 80.4 83.3 83.6 81.2 76.7 1.5 73.6
16 44.4 1.8 1.6 2.8 7.7 52 56.8 59.5 9.7 7.5 53.4 48.7 50.5

4.2.6 4.3 Basement Modeling - Basement Walls and Floors

Below grade walls shall be modeled with have-ne-exterior-abserptivity (ro-radiant-no solar gains, i.e.,

absorptivity is zero. from-sunlight)}-Below grade walls are modeled with three exterior conditions depending on
whether the depth is shallow, medium, or deep. The temperature of the earth depends on the depth of the wall
and is given in Table R4-6. Thermal resistance also shall be increased to account for earth near the
construction (see Table R4-6).
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Table R4-6 — Earth Temperatures for Modeling Basement Walls and Floors

Class Depth Assumed Temperature of the Earth Thermal Resistance of Earth

Shallow Upto 2 ft Average air temperature for hours 1 through 24 of the A thermal resistance with an R-value of 1.57

Depth 7 days beginning 8 days prior to the current day (days  (hr.ft’.°F/Btu) is added to the outside of the below

Walls -8 through -2). grade wall.

Medium 2+ 106 ft Exterior earth temperature is assumed to be the A thermal resistance with an R-value of 7.28

Depth monthly average temperature from Table R4-5. (hr.ft2.°F/Btu) is added to the outside of the below

Walls grade wall.

Deep More than  Exterior earth temperature is used which is typical of A thermal resistance with an R-value of 13.7

Walls 6 ft deep ground. Use the annual average value from (hr.ft2.°F/Btu) is added to the outside of the below
Table R4-5. grade wall.

Basement Any Exterior earth temperature is used which is typical of A thermal resistance with an R-value of 17.6

Floors deep ground. Use the annual average value from (hr.ft2.°F/Btu) is added to the bottom of the basement

Table R4-5.

floor.
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4.3 Heat Gains and Losses Through Fenestration

4.3.1 4.23 Fenestration Products

Information concerning fenestration products, specifically the default table for fenestration U-valueU-factors
and the default table for fenestration SHGC values, is included in Sections 404-and-116 of Title 24, Part 6;-the

e : or buildinas.

4.3.2 4.16-Solar Gain

Solar gain through glazing shall be calculated usmg the methods documented in the Algor/thms and
Assumptions Report, 1988..
However, sSolar gain through windows is reduced to 7267—5 percent of the full solar ga|n and a HeWLaIgonthm
is used to calculate the transmitted solar gain as a function of the angle of incidence on the glazing. The
0.6752 reduction-multiplier is intended to compensate for exterior shading from landscaping, terrain, and
adjacent buildings, as well as dirt and other window obstructions.

The foermulas-equations used to calculate the solar heat gain through windows as a function of the angle of
incidence are given below in the form of two multipliers: - Gg; - the ratio of the solar heat gain to the space
relative to direct beam insolation at normal incidence, and Gy - the ratio of solar heat gain to the space relative
to the diffuse insolation on a horizontal surface. These ratios have-no-units-ofmeasureare unitless.

Equation R4-10 Ggir =SHGCep, * Area * [fsunlit * Cosl * P(Cosl)+GrndFac]

and

Equation R4-11 Ggif = SHGCyg, * Area * DMSHGC = (vaky +vfGrnd * Grnde)
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where
Equation R4-12 P(Cosl)=C1+ Cosl + C2+Cos?l +C3*Cos3l +C4xCos?l
Equation R4-13 GrndFac =vfGrnd x CosG x GrndRf x DMSHGC
SHGCs,= __Fenestration Solar Heat Gain Coefficient at normal beam incidence - primary user input
[unitless]
Cosl = ____The cosine of the angle of incidence of the direct beam insolation on the window. [unitless]
CosG = ____The cosine of the angle of incidence of the direct beam insolation on the ground. [unitless]
DMSHGC = Diffuse Multiplier for Solar Heat Gain Coefficient [unitless]
fsunlit = __fFraction of the window sunlit by direct beam at this hour [unitless]
C1,...,C4 = _pPolynomial coefficients for angular dependence (cosine of the angle of incidence) of solar
heat gain - see Table R4-7Table-4-6.
viSky = __ wView factor of window to sky [unitless]
vfGrnd = __ ¥View factor from window to ground [unitless]
GrndRf= __ Ground Reflectance [unitless] = 0.20

Table R4-7 — Polynomial Coefficients for Angular Dependence

Glazing Type: Single Pane (1 light) More Than One Pane (2 or more lightslites)
SHGCren 0.860 0.695

C1 3.549794 1.881643

Cc2 -4.597536 1.014431

C3 2.432124 -4.009235-

c4 -0.384382 2.113160

DMSHGC 0.905814 0.828777

Draperies are assumed to be closed only for hours when the air conditioner operates. To approximate this
affect during transitions between periods of operation and non-operation, ACMs may assume that the internal
device remains closed for the hour following the-period-an hour of air conditioner operation. As soon as that
hour passes, the internal shading device shall be opened_unless the air conditioner continues to run. The

internal device shall be either totally open or totally closed for any given hour.
External sunscreens are assumed to be in place all year, whether the building is in a heating or cooling mode.

The shading effects of overhangs, side fins and other fixed shading devices are determined hourly, based on
the altitude and azimuth of the sun for that hour, the orientation of the fenestration, and the relative geometry of
the fenestration and the fixed shading devices.
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The standard assumptions for operation of interior shading devices and sunscreens shall apply to both the
Standard Design and the Proposed Design.

4.3.4 4.4.2 Solar Heat Gain Coefficients

fepsettmg—the—solar heat gain coeff|C|ent valuesef—shaéng—deviees “SHGCOpen and “SHGCdosed ? “SHGCopen
applies when the air conditioner is not in operation (off) and “SHGC,.seq “ applies when the air conditioner is in

operation. The ACM user shall not be aIIowed to enter values for SHGCgpen and SHGCC.osed Fhesevaluesmust

mtenepand—e*tenepshadmg—dewees—The ACM mastshall automatlcally determlne these vaIues from the

user’s choices of exterior shading devices and from the assumption that vertical glazing has a drapery and
non-vertical (skylight) glazing has no interior shading device.

There are a limited set of shading devices with fixed prescribed characteristics that are modeled in the
performance approach. These devices and their associated fixed solar heat gain coefficients are listed in Table
R-3-2and-Table-R-3-3Table R3-5 and Table R3-7.

The formula for combining solar heat gain coefficients is:

Equation R4-14 SHGC gomp =[(0.2875xSHGC a5 }+0.75 kSHGC i
where
SHGComp = the_combined solar heat gain coefficient for a fenestration component and an attachment in
series.
SHGC,,.x = the larger of SHGCy,, and SHGC e,
SHGC,,, = the smaller of SHGC;,, and SHGCe,
where
SHGCs, = the solar heat gain coefficient of the fenestration which includes the window glazing,

transparent films and coatings, and the window framing, dividers and muntins,

SHGCye, = the solar heat gain coefficient of the interior or exterior shading device when used with a metal-
framed, single pane window.

For SHGCosed, the combination SHGC, SHGCep+int, (the combined SHGC for the fenestration and the interior
device) is calculated first and then the combination SHGCrep.int+ext iS Calculated to determine the overall
SHGCjosed- SHGCqpen is determined from the combination of SHGCy,, and SHGCext
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4.4 Thermal Mass4-7

ACMs shall be capable of modeling thermal mass in buildings. Thermal mass has the ability to store heat and
thus damp temperature fluctuations in the conditioned space. There are two types of thermal mass, Light Mass
which reacts very quickly to absorb or release heat, and Heavy Mass which reacts more slowly. Light Mass is
Standard Design-& Proposed-Desigh—Thermalmass-is modeled in the same way for in-both the Proposed
Design and the Standard Design. The modeled mass includes the-basie-common elements thermal-mass-such
as framing, furniture, 8:6%2 in.” sheetroekgypsum board, and household appliances. -as—light"-mass-elements
Light mass is modeled through an input in the reference program called building heat capacity and is assumed
to be fixed at 3.5 Btu/°F-ft? of conditioned floor area for both the Proposed Design and the Standard Design.
Other values may be used for unconditioned zones (see Chapter 6).

and-specific-“heavyHeavy” mass includes elements such as concrete slab floors, masonry walls, double
gypsum board and other special mass elements. When the Proposed Design qualifies as a high mass building
then each element of heavv mass is modeled in the Proposed Desmn otherwise, the Proposed Design is
modeled W|th the same h h ;

same—heaw—mas&etement&eavv thermal mass as the Standard Des:qn See Chapter 3 for detalls on what

qualifies as a high mass building. The default thermal mass for the Proposed Design and the fixed thermal
mass for the Standard Design is based on 20% of the slab floor being exposed and 80% covered with carpet
or casework. In addition 5% of the non-slab floor is exposed with a topping of 2 in. of concrete. ACM RB-2005
has procedures for quantifying the value of various types of thermal mass.
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not be targeted to mass elements within the conditioned space of the building. In the reference program,
CALRES, all solar gain is targeted to the air or a combined air-and lightweight, high surface area mass node
within the building. This modeling assumption is used in both the Standard Design run and the Proposed
Design run, except for sunspaces where the user has flexibility in targeting solar gains subject to certain
constraints. Sunspace modeling is an optional capability discussed in Seection-6-3Chapter 6.

Unconditioned Sunspaces. For compliance purposes, when glazing surfaces enclose unconditioned spaces,
such as sunspaces, the user is allowed to target all but 25% of the solar gains from these surfaces to Heavy
mass elements located within the unconditioned space. Unassigned solar gain is targeted to the air or the
combined air/lightweight mass or to high surface area lightweight mass in the unconditioned space. At least
25% of the solar gain from any sunspace fenestration surface mustshall be targeted to high surface area
lightweight mass and/or the air. At most 60% of the solar gain may be targeted to the slab floor of a sunspace,
especially in the summer. For compliance purposes, an ACM mustshall automatically enforce these limits and
inform the user of any attempt to exceed these limits.

4.5 Infiltration and Natural Ventilation

4.4.14.51 Infiltration/Ventilation

The reference method uses the effective leakage area method for calculating infiltration in conditioned zones.
Calculations shall use Shielding Class 4 as defined in the 2001 ASHRAE Handbook of Fundamentals.

Default Specific Leakage Area. The default specific leakage area (SLA) is 4.9 for designs with ducted HVAC
systems and 3.8 for non-ducted HVAC systems. The default is always used for the Standard Design. The
Proposed Design may use an alternate value, but only with diagnostic testing. The specific leakage area (SLA)
is the ratio of the effective leakage area to floor area in consistent units. The value is then increased by 10,000
to make the number more manageable. If the effective leakage area (ELA) is known in inches, then the SLA
may be calculated with Equation R4-15.
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Equation R4-15 SLA = (%j[%]ﬁ 0000) = (%}39444
where
ELA = Effective leakage area in square inches
CFA = Conditioned floor area_(ft?)
SLA = Specific leakage area_(unitless)

Minimum Qutside Air.

For both the Standard Design and the Proposed Design, ACMs shall assume that occupants will open the
windows if the heuse-air becomes “teo-stuffystagnant.” When natural ventilation, infiltration, and mechanical
ventilation fall below a threshold value_of 0.35 air changes per hour (ACH) , the occupants are assumed to
open the windows at the beginning of the next hour sufficient to provide an-indoorair-quality-inerement-which-is
a combination of infiltration and ventilation equal to an-additional-0.35 air-changesperhour-ACH for an eight
foot high ceiling. The windows are assumed to remain partially open and-previde-this-to provide a minimum
inerement-of (0.35 airchanges-per-hour)-ACH as long as the previous hour’s infiltration_and -mechanical and
patural-ventilation rate without-this-window-ventilation-for-indoorair-quality-is below the threshold-value-{see
Equations—through—)-Caleulation-of-nfiltration-and-\entilation.

1.4.2Calculati £ Infiltrati I Ventilati

Effective Leakage Area (ELA) Method. The Effective Leakage Area (ELA) method of calculating infiltration
for conditioned zones is documented below and in Chapter 265 of the 49972001 ASHRAE Handbook of
Fundamentals. The ELA for the Standard Design and for the default values for the Proposed Design (if

diagnostic tests are not used), is calculated using-the-Conditioned-Floor-Area{(CFA)-and-the-Specific Leakage
A;ea—(Sl:A)-from Seehen—4—1—6—Equat|on R4- 15abe¥e (iFhe—Sle—rs—the—Fatle—ef—ﬂqe—e#eehMealeage—a;ea—te—the

manageable—metﬁe—)-The energy Ioad on the condltloned space from mﬂltratlon heat galns or Iosses are
calculated as follows.

Equation R4-16 CFM,fi=ELA x /A x AT, +Bx VV?

Equation R4-17 CFMinfisunpattan = { CFM2g, +MECHZ

Equation R4-18 CFMinii+totfan =CFMinfit+unbaitan + MECHpq

The volumetric airflow (cfm) due to natural ventilation is derived from the natural ventilation cooling for the
hour:

Qnatv

Equation R4-19 CFMnatv = W
. X 1

The total ventilation and infiltration (in cfm) including indoor air quality window operation is:
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Equation R4-20 CFMtOtal = CFMnatv + CFMinfiI+totfan + CFMiaq

The value of CFM;,q depends on the sum of CFMpay, and CFMinsistotian from the previous time step:

When

Equation R4-21 CFM,aty + CFMinfistottan < @
then

Equation R4-22 CFMiaq = (0.35xCFA)

7.5

otherwise

Equation R4-23 CFMjaq = 0.000
where
CFA = the total conditioned floor area of the residence
AFT = 0.18 for Climate Zones 2 through 15 inclusive, and;
AFT = 0.25 for Climate Zones 1 and 16.

When the windows are opened they provide an overall ventilation rate equal to 0.35 air changes per hour for a
residence of the same floor area but with eight foot high ceilings. CFM;,q simulates the opening of windows to
achieve an acceptable indoor air quality by the occupants when ventilation and infiltration from other sources
does not provide an adequate quantity of outdoor air to dilute pollutants and refresh the indoor air.

The energy load on the conditioned space from all infiltration and ventilation heat gains or losses is calculated
as follows:

Equation R4-24 Qiota=1.08 x CFMqtq XAT4
where
Quotal = Energy from ventilation and infiltration for current hour (Btu)
CFMii =  Infiltration in cubic feet per minute (cfm)

CFMinsi+unbaitan = cOmbined infiltration and unbalanced mechanical ventilation in cubic feet per minute (cfm)

CFMinsi+tottan =  infiltration plus the balanced and unbalanced mechanical ventilation in cubic feet per minute
(cfm)

MECH,, = the balanced mechanical ventilation in cfm. This value is the smaller of the total supply fan cfm and
the total exhaust fan cfm.

MECH pa = the unbalanced mechanical ventilation in cfm. This value is derived from the absolute value of
the difference between the total supply fan cfm and the total exhaust fan cfm.

1.08 = conversion factor in (Btu-min)/(hr-ft>-°F)
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AT = difference between indoor and outdoor temperature for current hour (°F)
AT, = difference between indoor and outdoor temperature for previous hour (°F)
= stack coefficient, (cfm?/in®/ F)
= wind coefficient, (cfm?/in*/mph?)
= average wind speed for current hour (mph)
ELA = effective leakage area (inz), measured or calculated using -Equation R4-25. —
The stack (A) and wind (B) coefficients to be used are shown in Table R4-8. Table—7

Table R4-8 — Infiltration Coefficients
Tablo-R4-6—Infltration-Cosffici

Coefficient One_Floor Two_Floors Three_Floors
A (stack) 0.0156 0.0313 0.0471
B (wind) (Shielding Class 4) 0.0039 0.0051 0.0060

The ELA is calculated from the SLA as follows:

Equation R4-25 ELA =CFA x SLAx [ ! ‘:;‘tiz”z ] x ( 1 o,g)ooj
where
CFA=___ conditioned floor area (ft%)
SLA=____ specific leakage area (ft/ft)
ELA=__ effective leakage area (in%)

Alternatively, ELA and SLA may be determined from blower door measurements:

Equation R4-26 ELA =0.055x CFM50

where

CFM50y = the measured airflow in cubic feet per minute at 50 pascals for the dwelling with air
distribution registers unsealed.
Substituting Equation R4-26 into Equation R4-15 gives the relationship of the measured airflow rate to SLA:

CFM50,

Equation R4-27 SLA =3.819x
CFA

Reduced Infiltration.
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ACM users may take credit for reduced infiltration ane-(with mechanical ventilation_when it is required) for low-
rise, single-family dwellings when verified by on-site diagnostic testing. While credit is offered Fhe-model-for

infiltration-allows-for reduced infiltration, the model -entries-but-also assumes that dwelling occupants will open
wmdows when natural ventilation and |nf|Itrat|on do not prowde a minimum of 0. 35 ACH. adeqt—.tat&a#—qeahty—

The Effective Leakage Area (ELA) of the dwelling may be reduced and the algorithm will result in less energy
use due to infiltration unless windows are opened for ventilation-is-nreeded. Lower ELAs will result in windows
being opened more frequently -windew-ventilatior-and at some point higherenergy use_may increase. Air
quality ventilation may also be added and if this ventilation plus infiltration and cooling ventilation provides
adequate air exchange, window ventilation will no longer occur or will occur very infrequently.- The energy use
of both ventilation exhaust fans and ventilation supply fans mustshall be entered. These ventilation fans are
assumed to operate continuously and the energy use of these fans mustshall be included as energy use in the
Proposed Design. Exceptforthe-set0.5-SLAreduction-credits;-bBoth
reduced ELA/SLA and ventilation fans are conditions which require field verification or diagnostic testing by-a
HERS-rater-and mustshall be reported in the HERS-ReguiredField Verification and Diagnostic Testing listings

on the Certificate of Compliance-and-the-ComputerMethod-Summary-forms.

Controlled Ventilation Crawl Spaces and Sunspaces. Controlled ventilation crawl spaces (CVC) and
sunspaces are modeled using the air changes per hour method. Modeling of CVC's and sunspaces are

optional capabilities covered in Sections-6-1-and-6-3,respesctivelyChapter 6. All optional capabilities that are
used in the Proposed Design mustshall be reported in the Special Features and Modeling Assumptions listings

on the Certificate of Compliance-and-the-ComputerMethod-Summary-forms.

4.5.34.5.2 Natural Ventilation

The natural ventilation model is derived from the 49972001 ASHRAE Handbook of Fundamentals. The model
considers both wind effects and stack effects.

o Wind driven ventilation effeets-includes consideration of wind speed, prevailing direction and local
obstructions, such as nearby buildings or hills.

e Stack driven ventilation effeets-includes consideration of the temperature difference between indoor air and
outdoor air and the difference in elevation between the air inlet and the outlet.

For compliance purposes, the air outlet is always assumed to be 180 degrees or on the opposite side of the
building from the air inlet and the inlet and outlet areas are assumed to be equal. The default inlet area (=
outlet area) is five percent of the total window area.

4.5.4FEffective Ventilation Area (EVA)

Both wind and stack driven ventilation depends linearly on the effective ventilation area (EVA). The EVAis a
function of the area of the air inlet and the area of the air outlet. For compliance purposes, the default area of
air inlet and outlet are both equal to five per cent {half-ofthe-total-default standard-window-opening-area)-of the
total window area, i.e., total ventilation area is 10% of the window area. For compliance purposes a different
window opening areas may be determined from the areas of dlfferent wmdow opening types fixed, sliders,
and hinged windows. M
vatues—fer—mtet—and—eetlet—a;eas—For compllance purposes the air inlet and the air outlet are each equal to
one-half of the Free Ventilation Area-described-in-Section4-13-below.

When the inlet area and outlet area are equal, the EVA is the same, i.e. equal to the inlet area or the outlet
area. Hence for compliance purposes the EVA is equal to one-half of the Free Ventilation Area.
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4.5.5Stack Driven Ventilation

Stack driven ventilation results when there is an elevation difference between the inlet and the outlet, and
when there is a temperature difference between indoor and outdoor conditions. See Equation R4-28.

Equation R4-28 CFMg = 9.4 xEVA x EFFg x yHx AT
Wwhere:
CFMg=  Airflow due to stack effects, cfm.
94 = Constant-from-ASHRAE.
EVA = Effective ventilation area as discussed above, ft2sf.
EFFg = Stack effectiveness.
H= Center-to-center height difference between the air inlet and outlet.
AT = Indoor to outdoor temperature difference, °F.

For compliance purposes the stack effectiveness shall be set at 1.0. The ACM user shall not be permitted to
alter this value.

b= is 11 ilation_heicht diff _See Secti | 14 for details.
4.5.6Wind Driven Ventilation

The general equation for wind driven ventilation is shown below. This equation works in either a direction
dependent implementation or a direction independent implementation, as explained later in the text.

Equation R4-29 CFM,, = EVA x 88 xMPHx WF x EFF, x EFF

Wherewhere:

CFM,, =  Ventilation due to wind, cfm.

EVA = Effective vent area as discussed above, sfﬁ

88 = A constant that converts wind speed in mph to wind speed in feet per minute.

MPH = Wind speed from the weather tape, mph.

WF = A multiplier that reduces local wind speed due to obstructions such as adjacent buildings. This

input is fixed at 0.25 for compliance calculations.

EFF, = Effectiveness of opening used to adjust for the location of the opening in the building, e.g. crawl

space vents._This accounts for insect screens and/or other devices that may reduce the
effectiveness of the ventilation opening. This input is also used to account for the location of
ventilation area, e.g. the exceptional method for two-zone crawl space modeling provides for an
alternative input for EFF 4. This input is fixed at 1.0 for compliance calculations other than

crawlspace modeling.

EFFgy = Effectiveness that is related to the direction of the wind relative to the inlet surface for each hour.
ASHRAE recommends that the effectiveness of the opening, EFF ;, be set to between 0.50 and

0.60 when the wind direction is perpendicular or normal to the inlet and outlet. A value of 0.25 to
0.35 is recommended for diagonal winds. When the wind direction is parallel to the surface of the
inlet and outlet, EFFQ, should be zero.
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For compliance calculations, the orientation of the inlet and outlet is not considered. ACMs shall assume that
the wind angle of incidence at 45 degrees on all windows and only the wind speed dependence is maintained.
In this case, the product of EFF, and EFF,is equal to 0.28 regardless of the direction of the wind.

4.5.7Combined Wind and Stack Effects

Stack effects and wind effects are calculated separately and added by quadrature, as shown below. This
algorithm always adds the absolute value of the forces; that is, wind ventilation never cancels stack ventilation
even though in reality this can happen.

Equation R4-30 CFM, = CFM3 +CFM?

Wwhere:

CFM; = Total ventilation rate from both stack and wind effects, cfm.
CFMy, =  Ventilation rate from wind effects, cfm.

CFMg = Ventilation rate from stack effects, cfm.

4-5-8Determination of Natural Ventilation for Cooling

The value of CFM; described in Equation R4-30Equation4-10 above gives the maximum potential ventilation
when the windows are open. Natural ventilation is available during cooling mode when there is venting shown
in Table R4-1. The amount of natural ventilation used by ACMs for natural cooling is the lesserlesser of this
maximum potential amount available and the amount needed to drive the interior zone temperature down to
the natural cooling setpoint temperature when natural cooling is needed and available. When natural cooling is
not needed or is unavailable no natural ventilation is used. ACMs shall assume that natural cooling is needed
when the building is in “cooling mode” and when the outside temperature is below the estimated zone
temperature and the estimated zone temperature is above the natural cooling setpoint temperature. Only the
amount of ventilation required to reduce the zone temperature down to the natural ventilation setpoint
temperature is used and the natural ventilation setpoint temperature mustshall be constrained by the ACM to
be greater than the heating setpoint temperature.

Chapter 4 - Required Modeling Assumptions and Algorithms



2005 Residential ACM Manual R4-24

4.5-11Wind Speed and Direction

-Wind speed affects the infiltration rate and the natural ventilation rate.
The infiltration and ventilation rate in the reference method accounts for local site obstructions. For infiltration in
the reference method this is done by using Shielding Class 4 coefficients in-the-Sherman-Grimsrud-equation
(Seetion—4-471Equation—4-17-see 2001 ASHRAE Fundamentals, Chapter 26) to determine the stack and
wind driven infiltration and ventilation. This Shielding Class determination was made on the basis of the
description of the Shielding Classes given in the 49972001 ASHRAE Hardbeeok-of-Fundamentals;,—+able-#;

Page-25-22For Shielding-Class-4-the-deseription- which reads_as follows:

Heavy shielding; obstructions around most of the perimeter, buildings or trees within 30 feet in most
directions; typical suburban shielding.

Eer—natural—ventﬂahen—m—tThe reference method CALRES ad|usts the W|nd speed used in calculatlons is

ebstmetm\s—by—uaﬂg—a—wqﬂd—ﬁaeter—( hrough a WF m—Equahen—4—9—}of 0.25. See Equatlon R4 29
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4.6 Heating Systems

ACMs shall use the following inputs and algorithms to calculate heating energy use.

HLoadp, x HDEMj,,

Equation R4-31 NetHLoad,, =
Mseasonal dist
where
NetHLoad,, = The net heating load that the heating equipment sees. This accounts for air distribution duct

losses. If there are no air distribution ducts then NetHLoad = HLoad,.

HLoad, = Space heating load for the hour from the ACM simulation, Btu.

Nseasonal dist = Seasonal distribution system efficiency for the heating season from Equation R4-55.

HDEM, = Heating duct efficiency multiplier for the hour calculated from Equation R4-65. This value
varies with each hour depending on outdoor temperature. A value of 1.00 (no hourly
adjustment) is used unless the supply ducts are located in the attic. .

4.6.1 Furnaces and Boilers

Once the net heating load is known, heating enerqgy for gas fired equipment is calculated each hour by dividing
the net heating load for that hour by the AFUE. There are no hourly adjustments for part load conditions or
temperature dependencies.

Equation R4-32 FurnFuel,,, = NetHLoady,
AFUE o
where
AFUEg4 = Annual fuel utilization efficiency. This is a constant for the year.
NetLoady, = The hourly load calculated from Equation R4-31_and using algorithms similar to those

described in this chapter.

4.6.2 Heat pump and Electric Furnace

The reference ACM has a heat pump model which takes account of outdoor temperature. The model uses the
following inputs.

HSPF = Rated Heating Seasonal Performance Factor
EIR47 = Defaults to 1/(0.4*HSPF)
Cap47 = Rated compressor heating capacity at 47 F. Defaults to rated cooling capacity.

If the heat pump compressor is not large enough to meet the load in the hour, the ACM assumes there is
sufficient backup resistance heat. In the case of an electric furnace, the load shall be met entirely by resistance
heat. For heat pumps, the ACM shall calculate the hourly heating electricity consumption in kWh using the
DOE2.1E heat pump algorithm.

For equipment without an HSPF rating, the HSPF may be calculated as:

Equation R4-33 HSPF = (3.2 x COP) - 2.4
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utmzatten—Eﬁlereney—(-AEUE)—The test method for calculatlng AFUE |gnores eIectnc energy used by air
dlstnbutlon fans and the contrlbut|on of the fan motor |nput to the heatlng output Fhe-fan-energy-is-calculated

With TDV, electric energy shall be calculated separately from gas enerqy. For forced-air heating systems,
ACMs shall calculate fan energy at the rate of 0.005 watt-hours per Btu of heat delivered by the equipment.

The vast majority of residential furnaces have the fan motor in the air stream so the heat generated by the
motor contributes to heating the house. This effect may be considered in calculating the TDV -energy for
heating.

1+0.005(3.413)
1

: = 0.005(10.239)

Equation4.33 AFUE 4 =
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4.7 Air Conditioning Systems

Air conditioning systems shall be sized, installed, tested and modeled according to the provisions of this
section.
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4.7.1 Cooling System Energy

The reference ACM calculates the hourly cooling electricity consumption in kWh using Equation R4-34, In this
equation, the energy for the air handler fan and the electric compressor or parasitic power for the outdoor unit
of a gas fired-absorption air conditioner are combined. The ACM calculates the hourly cooling gas

consumption in therms using Equation 4-35 fg

FanWh + COmpWh + PPCWh

Equation R4-34 AC =
guation kWh 11000
. Absorptiongy,,
Equation 4-35 ACthermS = W
where
ACwh= Air conditioner kWh of electricity consumption for a particular hour of the simulation. This value is
calculated for each hour, combined with the TDV multipliers, and summed for the year.
Fanwn= Fan watt-hours for a particular hour of the simulation. See Equation R4-48.
Compwn=__Compressor watt-hours for a particular hour of the simulation. This is calculated using Equation
R4-36.
PPCwh- Parasitic Power watt-hours for gas fired absorption air conditioners for a particular hour of the

simulation. This is calculated using Equation R4- 44X2.

ACinerms=___Air conditioner therms of gas consumption for a particular hour of the simulation. This value is
calculated for each hour, combined with the TDV multipliers, and summed for the year.

Absorptiong;,- Gas consumption in Btu for absorption air conditioners for a particular hour of the simulation.
This is calculated using Equation R4-43X%%.

Electric Compressor Systems

The reference method calculates the energy for electrically driven compressors using the algorithms described
in this section.

Compressor watt-hours for a particular hour of the simulation shall be calculated using Equation R4-36.

Cloadp, x CDEM,, N Fanwhx3.413

Equation R4-36 Compyp =
W Nseasonal dist X CEt CE¢
where
Cloady, = Space sensible cooling load for the hour from the ACM simulation (Btu).
CDEM, = Cooling Duct Efficiency Multiplier for the hour calculated from Equation R4-65. This value

varies with each hour depending on outdoor temperature. A value of 1.00 is used unless the
supply ducts are located in the attic.

Nseasonal, dist = Seasonal distribution system efficiency for the cooling season from Equation R4-54

Ngist,seasonal = 0.98 DEggasonal % Frecov =

CE: = Sensible enerqy efficiency at a particular outdoor dry bulb temperature. This is calculated
using Equation R4-37 below.

Fanu, = Fan watts this hour. This is calculated using Equation R4-48.
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Equation R4-37 CE; = EER x(0.88 +0.00156 x (DB, — 95))
where
DB = Outdoor dry bulb temperature taken from the CEC weather file.
EER. = Energy efficiency ratio at a particular dry bulb temperature. EER is calculated using Equation R4-
38 _below.

Equation R4-38

When

DB, <82°F  EER,=SEERy

82 < DB, <

95 EER, = SEER,+ ((DB, - 82)*(EER,+— SEER) / 13)
DB, > 95 EER, = EER- (DB, - 95) * 0.12

where

SEER« = Seasonal energy efficiency ratio without distribution fan consumption (“nf” = no fans), but adjusted
for refrigerant charge and airflow. This is calculated using Equation R4-39.

EERq = Energy efficiency ratio at ARI conditions without distribution fan consumption (“nf’ = no fans), but
adjusted for refrigerant charge and airflow. This is calculated using Equation R4-40.

Equation R4-39___ SEER :(1.0452><SEER+O.0115><SEER2+O.000251><SEER3)><FtXV>< ir <Faize

Equation R4-40 EER, = (1 .0452 xEER +0.0115 x EER? +0.000251 XEER3)X Foc X Fair % Fsize

where

SEER = Seasonal energy efficiency ratio for the air conditioner. The EER shall be used in lieu of the SEER
for equipment not required to be tested for a SEER rating.

EER = Enerqy efficiency ratio at ARI test conditions, if not input, then values are taken from Equation R4-
41.

Fow = The refrigerant charge factor, default = 0.9. For systems with a verified TXV (ACM RI-2005) or
verified refrigerant charge (ACM RD-2005), the factor shall be 0.96.

Fair = The system airflow factor, default = .925. For systems with airflow verified according to 4.7.4, Fy;
shall be 1.00.

Feize = Compressor sizing factor, default = 0.95. For systems sized according to the Maximum Cooling

Capacity for ACM Credit (see Section 4.7.2), the factor shall be 1.0.

Equation R4-41

When
SEER <11.5 EER=10-(11.5- SEER) x 0.83
SEER>=11.5 EER =10
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Gas Absorption Systems

To determine the electric and gas energy use of gas fired-absorption air conditioning systems the algorithms
described in this section should be used.

CLoadp x CDEMp, . Fan,,px3.413

Equation R4-42 Absorptiongy, =

Nseasonal,dist X AEt AEt
Equation R4-43 PPCwh = Cloadhy x CDEMhy
Nseasonal,dist X PEt
where:
ClLoady, = Space sensible cooling load for the hour from the ACM simulation (Btu).
CDEM, = Cooling Duct Efficiency Multiplier for the hour calculated from Equation R4-65. This value

varies with each hour depending on outdoor temperature. A value of 1.00 is used unless the
supply ducts are located in the attic.

TNseasonal. dist = Seasonal distribution system efficiency for the cooling season from Equation R4-54.

AE; = Sensible energy efficiency of the gas fired-absorptionber system at a particular outdoor dry
bulb temperature. This is calculated Equation R4-4462 using below.

PE; = Sensible energy efficiency of the parasitic power at a particular outdoor dry bulb temperature.
This is calculated using Equation R4-4546 below.
Fan,n = Fan watts this hour. This is calculated using Equation R4-4845.
Equation R4-44 AE; = COPy x(0.88 +0.00156 x (DB} —95))
Equation R4-45 PE{ =PEER¢ x(0.88 +0.00156 x (DB¢ - 95))
where
DB, = Outdoor dry bulb temperature taken from the CEC weather file.

COP, = COP (coefficient of performance for the gas consumption) of the gas absorptionber system at a

particular dry bulb temperature calculated using Equation R4-4654.

PEER;= PEER (parasitic electricity energy efficiency for the eutdeergas absorptionber system) at a
particular outdoor dry bulb temperature calculated using Equation R4-48X6,.

Equation R4-46
DB, <83 °F COP, = COP82
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83 <DB; <95 COP, = COP82 + ((DB,- 82)*(COP95 - COPs2) / 13)
DB, > 94 COP, = COP95 - (DB, - 95) * 0.00586

Equation R4-47
DB, < 83 °F PEER, = PEER82

83 <DB, <95 PEER, = PEER82 + ((DB,- 82)*( PEER95 - PEER82) / 13)

DB, > 94 PEER, = PEER95 - (DB,- 95) * 0.00689

where

CAP95= Rated capacity of the gas fired-absorptionber system, Btuh, input by the compliance user
COP95 = Rated COP of the gas fired-absorptionbet system, input by compliance user

PPC = Parasitic electric energy fatie-at rated conditions, W, input by compliance user
COP82 = COP95 * 1.056
PEER95= CAPGap95 / PPC, Btu BFY-/ Wh

PEER82=_ PEER95 * 1.056

Fan Energy for Cooling

While in a cooling mode, the fan energy associated with the air conditioner is calculated separately from the
compressor energy according to Equation R4-48. Calculations are performed hourly.

FanW /Btu x CLoad},, x CDEMy,

Equation R4-48 Fan,, =
Nseasonal,dist
where
FanW/Btu = Fan watts per Btu of rated cooling capacity. This defaults to 0.015 W/Btu. The default value

shall be used for the Standard design. Alternate FanW/Btu may be used in ACM calculations
for the Proposed design if the actual installed fan watts are less than or equal to the simulation
value based on measurements certified by the installer and verified by a rater using the
procedure in ACM REE-2005.

Nseasonal, dist = Seasonal distribution system efficiency for the cooling season from Equation R4-54.

4.7.2 Compressor Sizing

The Design Cooling Capacity shall be calculated using the procedure in ACM RF-2005. The Maximum Cooling
Capacity for ACM Credit shall be calculated using the procedure in ACM RF-2005. For ACM energy
calculations all loads are assumed to be met in the hour they occur regardless of the compressor size.

Correctly sized systems installed so they operate at full capacity are desirable because oversized cooling
systems have been shown to result in larger peak electrical demands. Systems which have the combination of
verified adequate airflow, sealed and tested new duct systems, and proper charge (or alternatively a TXV) and
also meet the requirements for Maximum Cooling Capacity for ACM Credit may take credit in ACM calculations
by setting the Fsize factor (see Equation R4-39 and Equation R4-40) to 0.95. For all other systems the Fsize
factor shall be set to 1.0.
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4.7.3 Cooling System Refrigerant Charge

Proper refrigerant charge is necessary for electrically driven compressor air conditioning systems to operate at
full capacity and efficiency. The presence of a thermostatic expansion valve (TXV) mitigates the impact of
charge problems. Field measurements indicate that typical California air conditioning systems are installed
without proper charge, and for ACM energy calculations, the Fi,, factor is set to 0.90 to account for the impact
of this condition. If the system without a TXV is properly charged or a TXV is installed, certified and verified
according to the procedures of ACM RD-2005 the Fy,, factor may be set to 0.96 for ACM energy calculations.
See Equation R4-39 and Equation R4-40. Credit for refrigerant charge is not available for package systems.

4.7.4 Air Handler Airflow

The efficiency of an air conditioning system is affected by airflow across the evaporator coil. Cooling system
airflow is specified in cubic feet per minute per ton (cfm/ton) where one ton of capacity is 12,000 Btu/hour at
ARI rated conditions. Cooling airflow is the flow achieved under normal air conditioning operation with the
cooling coil wet from condensation.

Adequate Airflow Verification

Verifying adequate airflow is required to allow air conditioning systems to operate at their full efficiency and
capacity. Credit may be taken for adequate airflow in ACM calculations by setting the F; factor (see Equation
R4-39 and Equation R4-40) to 1.0, but airflow shall be tested, certified and verified using the procedures of
ACM RE-2005. When an adequate airflow credit is claimed, the duct design, layout, and calculations shall also
be submitted to the local enforcement agency and to a certified HERS rater. Without airflow tests, no credit is
allowed for ACM energy calculations and the F,; multiplier shall be set to 0.925.

The installer shall measure and certify the airflow. The certified HERS rater shall verify the existence of the
duct design layout and calculations, verify that the field installation is consistent with this design, and
diagnostically test and verify the airflow rate.

Sufficient Flow for Valid Standard Refrigerant Charge Test

Sufficient airflow is also required to ensure that the refrigerant charge procedure in ACM RD-2005 will produce
valid results. Verifying sufficient airflow is a prerequisite for the refrigerant charge test. Either the flow
measurement procedure or the temperature split test of ACM RD-2005 may be used to demonstrate Sufficient
Airflow.

Air Handler Fan Flow

Table R4-9 shows the criteria used for calculations and measurement of airflow for cooling systems. If a flow
test is done using the fan only switch on the air handler, the coil will be dry allowing higher airflow, and the Dry
Coil criterion shall be used.

Table R4-9 — Airflow Criteria

Note: All airflows are for the fan set at the speed used for air conditioning.

Test and Condition Cooling airflow (Wet Coil) Test Flow if Dry Coil
Default Cooling Airflow 300 cfm/ton N/A

Flow needed for a valid refrigerant charge test 350 cfm/ton (See Note 1) 400 cfm/ton
Adequate Airflow 400 cfm/ton 450 cfm/ton

Note 1. In lieu of airflow measurements, the system can pass the temperature split test documented in ACM RD-2005.

4.8 Duct Efficiency

The procedures in this section shall be used to calculate the efficiency of duct systems. For the purposes of
duct efficiency calculations, the supply duct begins at the exit from the furnace or air handler cabinet.
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4.8.1 Building Information and Defaults

The ACM shall use values for the parameters in Table R4-10 to calculate duct efficiencies. - Standard design
values and proposed design defaults are also shown. Proposed designs may claim credit for other values
using the procedures in the following sections.

Table R4-10 — Duct Efficiency Input Parameters and Defaults

Parameter Standard Design Value Proposed Design Default

1. Duct Location Ducts in the attic Ducts in the attic

2. Insulation level of ducts Package D requirement Mandatory Minimum Requirement
3. The surface area of ducts 27% of conditioned floor area (CFA) for supply duct surface area; 5% CFA for return duct

surface area in single story dwellings and 10% CFA for return duct surface area in dwellings
with two or more stories.

The leakage level Sealed and tested. Untested
Fan flow Default Cooling Airflow (Table R4-9)
Attic radiant barrier. Yes in climate zones where required by Package D, No radiant barrier

otherwise No

-When more than one HVAC system serves the building or dwelling, the HVAC distribution efficiency is
determined for each system and a conditioned floor area-weighted average seasonal efficiency is determined
based on the inputs for each of the systems.

See Section 3.8 for information on existing HVAC systems that are extended to serve an addition.

Diagnostic inputs may be used for the calculation of improved duct efficiency in the Proposed Design. The
diagnostics include observation of various duct characteristics and measurement of duct leakage as described
in the following sections. These observations and measurements replace those assumed as default values.

4.8.2 Duct Location

Duct location determines the external temperature for duct conduction losses, the temperature for return leaks,
and the thermal regain of duct losses. Note that the area of supply ducts located in conditioned space shall be
ignored in calculating conduction losses but supply duct leakage is not affected by supply duct location.

Return Duct Location

If return ducts are located entirely in the basement, the calculation shall assume basement conditions for the
return duct efficiency calculation. Otherwise, the return duct shall be entirely located in the attic for the
purposes of conduction and leakage calculations. Return duct surface area is not a compliance variable.

Default Supply Duct Location

Default supply duct locations shall be as shown in Table R4-11. The supply duct surface area for crawl space
and basement applies only to buildings or zones with all supply ducts installed in the crawl space or basement.
If the supply duct is installed in locations other than crawl space or basement, the default supply duct location
shall be “Other.” For houses with 2 or more stories 35% of the default duct area may be assumed to be in
conditioned space as shown in Table R4-11. The surface area of supply ducts located in conditioned space
shall be ignored in calculating conduction losses. The Standard Design building is assumed to have the same
number of stories as the Proposed Design for purposes of determining the duct efficiency.
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Table R4-11 — Location of Default Supply Duct Area

Supply duct location Location of Default Supply Duct Surface Area

One story Two or more story
All in Crawl Space 100% crawl space 65% crawl space 35% conditioned space
All in Basement 100% Basement 65% basement 35% conditioned space
Other 100% attic 65% attic 35% conditioned space

DiagnosticSupply Duct Location

Supply duct location and areas other than the defaults shown in Table R4-11may be used following the
procedures of 4.8.5.

4.8.3 Duct Surface Area

The supply-side and return-side duct surface areas shall be treated separately in distribution efficiency
calculations. The duct surface area shall be determined using the following methods.

Return Duct Surface Area

Return duct surface area is not a compliance variable and shall be calculated using Equation R4-49.

Equation R4-49 Arout =Kr x Aqigor

Where K, (return duct surface area coefficient) shall be 0.05 for one story building and 0.1 for two or more
stories.

Default Supply Duct Surface Area

The standard design and default supply duct surface area shall be calculated using Equation R4-50.

Equation R4-50 As,out = 0.27 x Agpor xKg

Where Ks (supply duct surface area coefficient) shall be 1 for one story building and 0.65 for two or more
stories.

Supply Duct Surface Area for Less Than 12 feet of Duct Outside Conditioned Space

For proposed design HVAC systems with air handlers located outside the conditioned space but with less than
12 lineal feet of duct located outside the conditioned space including air handler and plenum, the supply duct
surface area outside the conditioned space shall be calculated using Equation R4-51.

Equation R4-51 Agout =0.027 x Aggor

Diagnostic Duct Surface Area

Proposed designs may claim credit for reduced surface area using the procedures in 4.8.5.
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4.8.4 Duct System Insulation

General

An air film resistance of 0.7 (h-ft2-°F/Btu) shall be added by the ACM to the insulation R-value to account for
external and internal film resistance. For the purposes of conduction calculations in both the Standard and
Proposed designs, 85% of the supply and return duct surface shall be assumed to be duct material at it's
specified R-value and 15% shall be assumed to be air handler, plenum, connectors and other components at
the mandatory minimum R-value.

Standard Design Duct Insulation R-value

Package D required duct insulation R-values shall be used in the Standard design.

Proposed Design Duct Insulation R-value

The default duct wall thermal resistance shall be the mandatory requirement. Higher insulation levels may be
used in the proposed design if all the ducts outside conditioned space are insulated to this value or greater.
Credit for systems with mixed insulation levels or ducts buried in the attic require the diagnostic procedure in
4.8.5.

4.8.5 Diagnostic Supply Duct Location, Surface Area and R-factor

Credit is available for supply duct systems entirely in conditioned space, with reduced surface area in
unconditioned spaces and combinations of higher performance insulation. In order to claim this credit the
detailed duct system design shall be documented on the plans, and the installation shall be certified by the
installer and verified by a HERS rater. The size, R-value, and location of each duct segment in an
unconditioned space and if buried in attic insulation, the information described below shall be shown in the
design and entered into the ACM. The ACM shall calculate the area and effective R-value of the duct system
in each location using the procedures specified below.

Surface Area and Location

The surface area of each supply duct system segment shall be calculated based on its inside dimensions and
length. The total supply surface area in each unconditioned space location (attic, attic with radiant barrier,
crawl| space, basement, other) shall be the sum of the area of all duct segments in that location. The ACM
shall assign duct segments located in “other” locations to the attic location for purposes of calculation. The
surface area of supply ducts completely inside conditioned space need not be input in an ACM and is not
included in the calculation of duct system efficiency. The area of ducts in floor cavities or vertical chases that
are surrounded by conditioned space and separated from unconditioned space with draft stops are also not
included.

Effective R-value

The effective R-value of a supply or return duct system constructed entirely of materials of one rated R-value
shall be the rated R-value plus the film coefficient. If materials of more than one R-value are used, the area
weighted effective R-value shall be calculated by the ACM using Equation R4-52 and including each segment
of the duct system which has a different R-value.

(A1 +A2....+AN)

Equation R4-52 Reff =
At A2 An
Ri R Rn
where
Reg = Area weighted effective R-value of duct system for use in calculating duct efficiency, (h-ft>-°F/Btu)
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Ay = Area of duct segment n, square feet.
Rn= R-value of duct segment n including film resistance, (duct insulation rated R + 0.7), (h-ft>-°F/Btu)
Buried Attic Ducts

Ducts gartlg or comgletelg buried in blown attic msulatlon in dwellmg unlts meetlng the regwrements for ngh

Systems (ACM RC) may take credit for increased effective duct insulation using the following procedure. The

duct design shall identify the segments of the duct that meet the requirements for being buried, and these shall
be separately input into the ACM. Ducts to be buried shall have a minimum of R-4.2 duct insulation prior to
being buried. The ACM shall calculate the correct R-value based on the specified attic insulation R-value,
insulation type, and duct size for ducts installed on the ceiling, and whether the installation meets the
requirements for deeply buried ducts for duct segments buried in lowered areas of ceiling. Correct installation
of the duct system and attic insulation shall be certified by the installer and verified by a certified HERS rater
(including that the requirements of ACM RH and ACM RC are met).

Buried D he Ceili

The portions of duct runs directly on or within 3.5 |nches of the celllnq gypsum board and surrounded with
blown attic insulation of R-30 or greater i
may take credit for increased effective duct |nsulat|on as shown in TabIe R4-12. Credlt shall be aIIowed for

buried ducts on the ceiling only in areas where the ceiling is level and there is at least 6 mches of space
between the outer jacket of the mstalled duct and the roof sheathing above.

Duct segments deeply buried in lowered areas of ceiling and covered by at least 3.5” of insulation above the

top of the duct insulation jacket may clalm effectlve msulatlon of R-25 for flberglass insulation and R-31 fo
cellulose |nsulat|on
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Table R4-12 — Buried Duct Effective R-values

Nominal Round Duct Diameter

Attic Insulation 4" 5" 6" s 8" 10" 12" 14" 16"
_ Effective Duct Insulation R-value for Blown Fiberglass Insulation _
R-30 R-13 R-13 R-13 R-9 R-9 R-4.2 R-4.2 R4.2 R4.2
R-38 R-25 R-25 R-25 R-13 R-13 R-9 R-9 R4.2 R4.2
R-40 R-25 R-25 R-25 R-25 R-13 R-13 R-9 R-9 R4.2
R-43 R-25 R-25 R-25 R-25 R-25 R-13 R-9 R-9 R4.2
R-49 R-25 R-25 R-25 R-25 R-25 R-25 R-13 R-13 R-9
R-60 R-25 R-25 R-25 R-25 R-25 R-25 R-25 R-25 R-13
_ Effective Duct Insulation R-value for Blown Cellulose Insulation _ _
R-30 R-9 R4.2 R-4.2 R4.2 R4.2 R-4.2 R-4.2 R4.2 R4.2
R-38 R-15 R-15 R-9 R-9 R-4.2 R-4.2 R-4.2 R4.2 R4.2
R-40 R-15 R-15 R-15 R-9 R-9 R-4.2 R-4.2 R4.2 R4.2
R-43 R-15 R-15 R-15 R-15 R-9 R-4.2 R-4.2 R4.2 R4.2
R-49 R-31 R-31 R-15 R-15 R-15 R-9 R-9 R4.2 R4.2
-60 -31 R-31 R-31 -31 -31 R-15 R-15 R-9 R-9

4.8.6 Fan Flow

Default System Fan Flow

The default fan flow for an air conditioner and for heating with a heat pump in all climate zones shall be
obtained from Table R4-9.

The default heating fan flow for forced air furnaces for all climate zones shall be calculated as follows:

Equation R4-53 Q¢ =0.50x Agpor

4.8.7 Duct Leakage

Duct leakage factors shown in Table R4-13 shall be used in calculations of delivery effectiveness. Table R4-13
shows default duct leakage factors for dwelling units. Sealed and tested duct systems require the diagnostic
leakage test by the installer and verification by a HERS rater meeting the criteria described in ACM RC-2005.
The duct leakage factors for sealed and tested new duct systems correspond to sealed duct requirements in
newly constructed dwelling units, to entirely new duct systems in existing dwelling units, and to duct systems in
alterations and additions that have been sealed to meet the duct leakage requirements of newly constructed
buildings. The duct leakage factors for sealed and tested duct systems in existing dwelling units apply only to
sealed duct requirements for alterations to existing dwelling units and to extensions of existing duct systems to
serve additions. See Section 3.8 for ducts in existing dwelling units that are sealed and tested in conjunction
with alterations or additions.
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Table R4-13 — Duct Leakage Factors

Case as=a,=
Untested duct systems in homes built prior to June 1, 2001 0.86
Untested duct systems in homes built after June 1, 2001 0.89
Sealed and tested duct systems in existing dwelling units 0.915
Sealed and tested new duct systems 0.96

4.8.8 Seasonal Distribution System Efficiency

ACMs shall use the following algorithms to calculate duct and HVAC distribution efficiency.

The seasonal distribution system efficiency shall be calculated separately for the heating and cooling seasons
using Equation R4-54 based on the seasonal delivery effectiveness from Equation R4-55 and the thermal
recovery factor from Equation R4-64. Note that DEgcasonal, Frecov_Shall be calculated separately for cooling and
heating seasons. Distribution system efficiency shall be determined using the following equation:

Equation R4-54 Ndist,seasonal = 0.98 DEgeasonal * Frecov

where 0.98 accounts for the energy losses from heating and cooling the duct thermal mass. F e, is calculated
in Equation R4-64.

4.8.9 Seasonal Delivery Effectiveness

The seasonal delivery effectiveness for heating or cooling systems shall be calculated using Equation R4-55.
This value shall be calculated separately for the heating season and the cooling season.

_ AT, AT,
Equation R4-55 DEeasonal =asBs -asBs(1-B,a, )ﬁ -ag(1-Byg) AT:
where
B = Conduction fraction for supply as calculated in Equation R4-56.
B = Conduction fraction for return as calculated in Equation R4-57.
ATg = Temperature rise across heat exchanger, °F. This value changes for heating and cooling modes.
AT, = Temperature difference between indoors and the ambient for the return, °F. This value changes for
heating and cooling modes.
ATg = Temperature difference between indoors and the ambient for the supply, °F. This value changes
for heating and cooling modes.
ar= Duct leakage factor (1-return leakage) for return ducts. A value is selected from Table R4-13
as= Duct leakage factor (1-supply leakage)p for supply ducts. A value is selected from Table R4-13
-A
Equation R4-56 By =exp| — >
1.08Q, xRy
-A
Equation R4-57 B, =exp| — 24t
1.08Q, xR,

Chapter 4 - Required Modeling Assumptions and Algorithms



2005 Residential ACM Manual R4-39

where

Asout = Surface area of supply duct outside conditioned space, ft2. See Sections 4.8.1, 4.8.2 and 4.8.3.
Aoyt = Surface area of return duct outside conditioned space, ft>. See Sections 4.8.1, 4.8.2 and 4.8.3.
Q.= Flow through air handler fan at operating conditions, cfm. This is determined from Section 4.7.4.
R.= The effective thermal resistance of return duct, h ft* F/Btu. See Section 4.8.4 and 4.8.5.

Rs = The effective thermal resistance of supply duct, h ft* F/Btu. See Section 4.8.4 and 4.8.5,

4.8.10 RClimate and Duct Ambient Conditions for Ducts Outside Conditioned Space

Duct ambient temperature for both heating and cooling for different duct locations shall be obtained from Table
R4-14. Attic temperatures for houses with radiant barriers also shall be obtained from Table R4-14. Reduction
of attic temperature and the reduction in solar radiation effect due to radiant barriers shall only be applied to
cooling calculations. The eligibility criteria for radiant barriers is given in Section 4.2.1. Indoor dry-bulb (T;,)
temperature for cooling is 78°F. The indoor dry-bulb temperature for heating is 70°F.

Table R4-14 — Assumptions for Duct Ambient Temperature (°F)

Ambient Temperature for Heating, Theatamb Ambient Temperature for Cooling, Teoolamb
Climate Attic Crawl Space Basement Attic Attic w/ radiant Attic w/ radiant Crawl Space Basement
zone barrier barrier (return)
suppl
1 52.0 52.2 48.9 60.0 654 61.2 54.0 491
2 48.0 48.7 56.5 87.0 84.3 84.2 78.0 64.5
3 55.0 54.9 58.3 80.0 794 78.2 71.8 62.8
4 53.0 5341 56.6 79.0 787 774 70.9 614
5 49.0 49.6 52.3 74.0 75.2 731 664 56.8
6 57.0 56.7 59.9 81.0 80.1 791 27 64.1
4 62.0 61.1 604 74.0 75.2 731 66.4 61.6
8 58.0 57.6 60.1 80.0 794 78.2 71.8 63.9
9 53.0 531 59.6 87.0 84.3 84.2 78.0 664
10 53.0 53.1 61.1 91.0 871 87.6 81.6 68.9
i} 48.0 48.7 59.5 95.0 89.9 91.0 85.1 69.5
12 50.0 504 59.3 91.0 871 87.6 81.6 67.8
13 48.0 48.7 584 92.0 87.8 884 824 67.6
14 39.0 40.7 554 99.0 927 944 838.7 68.6
15 50.0 504 634 102. 94.8 96.9 91.3 74.6
16 32.0 344 43.9 80.0 79.4 78.2 71.8 54.1

4.8.11 Calculation of Duct Zone Temperatures for Multiple Locations

The temperatures of the duct zones outside the conditioned space are determined in Table R4-14 for seasonal
conditions for both heating and cooling. If the ducts are not all in the same location, the duct ambient
temperature for use in the delivery effectiveness and distribution system efficiency calculations shall be
determined using an area weighted average of the duct zone temperatures.

(As,attic +0.001)Tayic + As,crawl % Torawl + As,base x Thase

Equation R4-58 Tamb,s = A
s,out
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A, attic Tatic + A x T, +A x T
Equation R4-59 Tamb,r _ rattic ! attic r.crawl crawl rbase base

A r,out

The return ambient temperature, T,ms,, shall be limited as follows:

e For heating, the maximum T.mb . iS Tin heat-

e For cooling, the minimum T ,mp. iS Tin cool-

4.8.12 Temperature Difference Across Heat Exchanger

The temperature difference across the heat exchanger is determined by Equation R4-60:

For heating:

Equation R4-60 AT, =55

And Equation R4-61 for cooling:

Equation R4-61 AT, =-20

4.8.13 Indoor to Duct Location Temperature Differences

The temperature difference between the building conditioned space and the ambient temperature surrounding
the supply, A Ts and return, A T, , shall be calculated using the indoor and the duct ambient temperatures.

Equation R4-62 AT = Tin - Tambs

Equation R4-63 AT, = Tin - Tambr

4.8.14 Thermal Regain (F

regain)

The reduction in building load due to regain of duct losses shall be calculated using the thermal regain factor.
The thermal regain factors that are required to be used are provided in

Table R4-15.

Thermal Regain Factor [Fregain]

Supply Duct Location

Attic 0.10
Crawl Space 0.12
Basement 0.30
Other 0.10
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Table R4-15 — Thermal Regain Factors

Supply Duct Location Thermal Regain Factor [Fegain]
Attic 0.10
Crawl Space 0.12
Basement 0.30
Other 0.10

4.8.15 Recovery Factor (F,....)

The recovery factor, Frecov. Shall be calculated based on the thermal regain factor, Fregain, and the duct losses
without return leakage.

1-asBs +asBs(1- Br)i% +ag(1- Bs)i-::s
Equation R4-64 Frecov =1+ Fregain < .

DEseasonaI

4.9 Hourly Attic Duct Efficiency Multipliers

The algorithm in this section shall be used to model the hourly variation in duct efficiency for ducts located in
attics. No hourly variation is modeled for ducts located in spaces other than attics. The multipliers are
determined as described in Section 4.9.1 below:

4.9.1 Hourly Duct Efficiency Multipliers

The hourly duct efficiency multiplier for ducts in attics shall be calculated for each hour using Equation R4-65
through Equation R4-68.

AT,
Equation R4-65 DEM;, =1+Cpt X[ solhr 1}

ATsol,season

Equation R4-66 ATsol,hr = Tsolair,hr 'Tin,hr
. a
Equation R4-67 Tsolair,hr = Tamb,hr + h_ x Ihor,hr _ATsky
(0]
. - Cr
Equation R4-68 Cpr =Co + R, T C Lguct
duct
where
DEM; = The hourly duct efficiency multiplier for ducts located in all locations. This value is calculated

for each hour and separately for the heating season (HDEM;,) and cooling season (CDEM,).
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Tsolair, b, Sol-air temperature, °F. See Equation R4-67.

Tintr Indoor air dry-bulb temperature from simulation, °F.

Tamb.hr Outdoor air dry-bulb temperature, °F. From the CEC weather file.

ATgy Reduction of sol-air temperature due to sky radiation, = 6.5 °F.

Iror.hr Global solar radiation on horizontal surface, Btu/h-ft?>. From the CEC weather file.

a Solar absorptivity of roof = 0.50.

hy Outside surface convection coefficient, = 3.42 Btu/h-ft>-°F.

ATl season Energy weighted seasonal average difference between sol-air and indoor temperatures. This
is taken from Table R4-17.

Rouet Duct insulation R-value, hr ft**F/Btu.

L guct Duct leakage as fraction of supply airflow, dimensionless. See Table R4-13.

Cor. Cy. Cr, C, Regression coefficients. See Table R4-16.

Table R4-16 — Regression Coefficients

Cooling Heating
Radiant Barrier No Radiant Barrier Radiant Barrier No Radiant Barrier
Go (Unitless) 0.0078 0.0186 0.0350 0.0205
Cr (h-ft>-°F/Btu) 0.1222 0.0877 0.0794 0.1202
G (Unitless) 0.5480 0.2995 0.0714 0.2655

Table R4-17 — Seasonal Sol-Air Temperature Difference, °F

Climate Zone Cooling Heating
1 23.00 -20.01
2 31.69 -23.64
3 23.66 -18.90
4 26.29 -21.13
5 26.02 -20.25
6 23.79 -17.12
7 25.17 -17.16
8 30.89 -19.46
9 32.73 -18.85
10 33.34 -21.53
" 34.24 -24.38
12 34.65 -23.31
13 34.53 -22.92
14 35.29 -25.64
15 33.33 -20.32
16 29.43 -29.86
4.94.10 Water Heating Calculations-Method

The water heating budget is the TDV energy that would be used by a system that meets the requirements of
the standards (see Section 3.7 for details). The calculation procedure is documented in ACM RG-2005.
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M
of Equation-4-30
k=1
TAZFr I rr = AT I I Eguation4-31
vy 111U proposed vy 111U for v = R
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Table-R4-10—Distribution-System-Muitipliers {BSMs)

Distribution-System DSM--Single-Family DSM-MultiFamily
Standard 100 100
poy 082 Ra
HWR 082 Ra
Pipe-nsulation 092 0:92
Parallel-Piping 086 086
Recire/NoControl 152 152
RecirefFimer 428 Ra
RecirciTemp 105 105
Recire/Bemand 06-98 Ra
Recirc/Fime+Temp 0.96 na
Recirc!Demand+HWR 0680 Ra
Recirc/Demand+Pipe 090 na
Insulation
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+ 1040 9 0-:920
2 0-990 4o 0-:920
3 0-990 A+ 0-:920
4 =670 2 =670
5 =670 3 0-:920
6 0-:920 +4 1040
4 0-:920 45 0-:920
8 0-:920 6 1500

g 365 g g
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f 15.67 118 118
g 19 5.0 5.0
=Jacket Loss
The s ford i
L= (TSAj (135-603) HELENEEE N EAE ﬂ( 8760_) Equation-4-44
AT 11000000

“7\ RTI +REI

Where
ISA-r:—'Faﬂk—su#aee—ama-(-ftz)f
REL=Rval ¢ ior insulati .
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